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FEATURES AND BENEFITS:

■■ Double row spherical self aligning 
bearing

■■ Two piece cast iron housing

■■ Standard triple labyrinth seals

■■ Optional “Tac” seals

■■ Drain plugs on both sides of 
housing for easier servicing

■■ Large open lubricant reservoir for 
better cooling and longer service 
life

■■ Held or free bearing

■■ Adapter mount
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PRECISION SAF

PART  
NO.

SHAFT 
DIAMETER

DIMENSIONS
WT. 
(lb)

DYNAMIC 
LOAD 

RATING  
(lb)

A B C
D

E F H J M Q T
MIN MAX

SAF509 1 7/16 3 5/8 8 1/4 2 3/8 6 1/4 7 --- 1/2 13/16 4 3/8 2 1/4 --- --- 9 20,200

SAF510 1 11/16 3 7/8 8 1/4 2 3/8 6 1/2 7 --- 1/2 15/16 4 3/4 2 1/2 --- --- 10 21,700

SAF511 1 15/16 4 1/2 9 5/8 2 3/4 7 3/8 7 7/8 --- 5/8 15/16 5 1/4 2 3/4 1 1/16 7 3/8 11 27,000

SAF513 2 3/16 4 1/2 11 3 1/8 8 1/8 9 1/2 --- 5/8 1 5 15/16 3 --- --- 17 38,000

FSAF513 2 3/16 4 1/2 11 3 1/8 8 1/8 9 1/2 2 1/2 1 5 15/16 3 --- --- 17 38,000

SAF515 2 7/16 4 3/4 11 1/4 3 1/8 8 5/8 9 5/8 --- 5/8 1 1/8 6 3/8 3 1/4 1 5/16 7 11/16 19 41,500

FSAF515 2 7/16 4 3/4 11 1/4 3 1/8 8 5/8 9 5/8 1 7/8 1/2 1 1/8 6 3/8 3 1/4 1 5/16 7 11/16 19 41,500

SAF516 2 11/16 4 7/8 13 3 1/2 9 5/8 11 --- 3/4 13 1/6 6 7/8 3 1/2 --- --- 26 46,500

FSAF516 2 11/16 4 7/8 13 3 1/2 9 5/8 11 2 1/8 5/8 13 1/6 6 7/8 3 1/2 --- --- 26 46,500

SAF517 2 15/16 5 13 3 1/2 9 7/8 11 --- 3/4 1 1/4 7 5/16 3 3/4 1 9/16 7 13/16 27 55,100

FSAF517 2 15/16 5 13 3 1/2 9 7/8 11 2 1/8 5/8 1 1/4 7 5/16 3 3/4 1 9/16 7 13/16 27 55,100

SAF518 3 3/16 5 3/4 13 3/4 3 7/8 10 3/8 11 5/8 --- 3/4 1 5/16 7 3/4 4 --- --- 34 64,000

FSAF518 3 3/16 5 3/4 13 3/4 3 7/8 10 318 11 5/8 2 1/8 5/8 1 5/16 7 3/4 4 --- --- 34 64,000

SAF520 3 7/16 6 15 1/4 4 3/8 11 5/8 13 1/8 --- 7/8 1 3/4 8 3/4 4 1/2 1 7/8 8 1/2 60 80,000

FSAF520 3 7/16 6 15 1/4 4 3/8 11 5/8 13 1/8 2 3/8 3/4 1 3/4 8 3/4 4 1/2 1 7/8 8 1/2 60 80,000

SAF522 3 15/16 6 1/2 16 1/2 4 3/4 12 5/8 14 1/2 2 3/4 3/4 2 9 5/8 4 15/16 2 1/16 9 1/8 77 102,000

SAF524 4 3/16 7 3/8 16 1/2 4 3/4 13 1/4 14 1/2 2 3/4 3/4 2 1/8 10 1/4 5 1/4 --- --- 95 120,000

SAF526 4 7/16 8 18 3/8 5 1/8 14 5/8 16 3 1/4 7/8 2 3/8 11 1/2 6 2 3/8 10 7/8 129 142,000

SAF528 4 15/16 7 5/8 20 1/8 5 7/8 16 17 1/8 3 3/8 1 2 3/8 11 3/4 6 2 1/2 10 1/4 137 160,000

SAF530 5 3/16 8 3/8 21 1/4 6 1/4 17 18 1/4 3 3/4 1 2 1/2 12 1/2 6 5/16 --- --- 169 190,000

SAF532 5 7/16 8 3/4 22 6 1/4 17 3/8 19 1/4 3 3/4 1 2 5/8 13 5/16 6 11/16 2 7/8 11 3/8 179 216,000

SAF534 5 15/16 9 5/8 24 3/4 6 3/4 19 3/8 21 5/8 4 1/4 1 2 3/4 14 3/16 7 1/16 3 1/16 12 1/8 230 250,000

SAF536 6 7/16 10 26 3/4 7 1/8 20 7/8 23 5/8 4 5/8 1 3 14 7/8 7 1/2 3 1/8 12 1/2 259 255,000

SAF538 6 15/16 10 3/4 28 7 1/2 21 5/8 24 3/8 4 1/2 1 1/4 3 1/8 15 11/16 7 7/8 3 1/4 15 1/4 397 270,000

SAF544 7 15/16 12 32 3/4 8 3/4 24 3/4 27 7/8 5 1/4 1 1/2 3 3/4 18 5/8 9 1/2 3 3/4 14 1/2 507 365,000

SAF048 8 7/16 11 1/8 29 1/2 8 22 1/2 25 5 1 1/4 3 3/8 16 11/16 8 1/4 3 9/16 15 1/4 337 260,000

SAF048 8 15/16 11 1/8 29 1/2 8 22 1/2 25 5 1 1/4 3 3/8 16 11/16 8 1/4 3 9/16 15 1/4 337 260,000

SAF052 9 7/16 11 7/8 32 3/4 8 3/4 24 3/4 27 7/8 5 1/4 1 1/2 3 3/4 18 13/16 9 1/2 4 16 445 310,000

SAF056 9 15/16 12 1/16 34 1/4 9 26 1/4 29 1/2 5 1/2 1 1/2 4 20 3/16 9 7/8 4 16 1/4 588 345,000

SAF056 10 7/16 12 1/16 34 1/4 9 26 1/4 29 1/2 5 1/2 1 1/2 4 20 3/16 9 7/8 4 16 1/4 588 345,000

Contact PPI if static loads exceed 25% of Dynamic Rating Contact PPI for unlisted sizes
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FEATURES AND BENEFITS:

■■ Rugged one piece cast iron housing

■■ Precision spherical bearing with the 
ability to misalign ±2°

■■ Type “E” dimensions

■■ Set screw mount for fast simple 
shaft attachment

■■ Effective double lip contact seals

■■ Slotted mounting holes for maximum 
versatility

■■ Designed for conveyor applications

■■ Stocked at service centers across 
the USA for quick delivery

Precision Type E

Part No.
Shaft

Diameter

Dimensions
Weight

(lb)
A B C

D # of
Bolts

E F H J M S
min MAX

E2B107 1 7/16 2 7/8 7 3/8 2 1/4 4 3/4 6 2 - 1/2 11/8 3 7/8 1 7/8 1 3/4 9

E2B115 1 15/16 3 3/16 8 7/8 2 1/2 6 7 5/16 2 - 5/8 13/8 4 5/8 2 1/4 1 15/16 13

E2B203 2 3/16 3 3/8 9 5/8 2 5/8 6 5/8 8 1/16 2 - 5/8 1 9/16 5 2 1/2 2 1/16 19

E2B207 2 7/16 3 1/2 10 7/16 2 5/8 7 1/8 8 7/8 2 - 5/8 1 9/16 5 1/2 2 3/4 2 3/16 20

E2B215 2 15/16 4 1/16 11 13/16 3 3/16 8 1/16 10 2 - 3/4 1 7/8 6 3/8 3 1/8 2 7/16 29

E2B307 3 7/16 4 7/16 13 3/4 3 9/16 9 5/8 11 1/2 2 - 7/8 2 1/4 7 1/2 3 3/4 2 11/16 46

4 Bolt Blocks

E4B207 2 7/16 3 1/2 10 7/16 3 7/16 7 1/8 8 7/8 4 1 7/8 5/8 1 9/16 5 1/2 2 3/4 2 3/16 21

E4B215 2 15/16 4 1/16 11 3/16 4 7 15/16 9 15/16 4 2 1/8 5/8 1 7/8 6 3/8 3 1/8 2 7/16 33

E4B307 3 7/16 4 7/16 13 3/4 4 3/4 9 5/16 11 7/16 4 2 3/8 3/4 2 1/4 7 1/2 3 3/4 2 11/16 52

E4B315 3 15/16 5 1/16 15 1/4 4 1/2 11 7/8 12 15/16 4 2 1/4 3/4 2 5/8 8 7/16 4 1/4 3 1/16 69

E4B407 4 7/16 6 3/4 16 9/16 4 13/16 12 5/8 13 3/4 4 2 1/2 3/4 2 13/16 9 3/8 4 3/4 3 3/8 90

E4B415 4 15/16 7 1/4 18 7/16 5 1/4 15 16 1/8 4 2 7/8 7/8 3 1/16 10 15/16 5 1/2 3 5/8 133
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PPI Type E bearings use a double lip nitrile  
contact seal designed specifically for heavily 
contaminated environments and slower speeds 
common in conveyor applications.  This seal is 
designed to maintain protection throughout the 
±2° of misalignment capable with the PPI Type E.
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Features and Benefits:

■	 Rugged one piece cast-iron 
housing

■	 Precision medium duty ball bearing

■	 Effective contact seals

■	 Wide inner ring for improved load 
distribution

■	 Mounting set screws are located 
120° apart for minimum inner ring 
distortion

■	 Recessed housing base to 
accommodate uneven mounting 
surfaces

■	 2 bolt base standard

■	 Ideal for conveyor applications

■	 Stocked at service centers across 
the USA for quick delivery

Precision SCM

Part No.
Shaft 

Diameter

Dimensions
Wt. 

(lb)A B C
D

F H J M S
MIN MAX

P2B-PSCM-103 1 3/16 1 11/16 6 7/8 2 1/4 4 11/16 5 5/16 1/2 25/32 3 11/16 1 7/8 1 3

P2B-PSCM-107 1 7/16 1 15/16 8 2 1/4 5 5/32 6 3/16 1/2 7/8 4 1/8 2 1/8 1 3/16 4

P2B-PSCM-111 1 11/16 2 1/32 8 3/4 2 5/8 5 5/8 6 21/32 5/8 1 1/32 4 9/16 2 5/16 1 9/32 6

P2B-PSCM-115 1 15/16 2 3/16 9 1/2 2 7/8 6 3/32 7 3/8 5/8 1 1/16 4 15/16 2 1/2 1 5/16 7

P2B-PSCM-203 2 3/16 2 9/16 10 1/4 3 1/8 6 13/16 7 11/16 3/4 1 3/16 5 1/2 2 3/4 1 9/16 9

P2B-PSCM-207 2 7/16 2 9/16 11 1/4 3 9/32 7 3/8 8 5/8 3/4 1 1/4 5 15/16 3 1 9/16 11

P2B-PSCM-215 2 15/16 3 1/4 13 3 1/2 8 1/16 9 31/32 7/8 1 3/8 6 13/16 3 1/2 1 15/16 15

P2B-PSCM-307 3 7/16 4 3/32 15 4 3/8 9 27/32 12 7/16 7/8 1 25/32 8 1/16 4 2 13/32 26
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